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A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH 60 FT. MAST ARM, SIGNAL HEADS.,
DETECTION CAMERA, 250 WATT HPS LUMINAIRE WITH PHOTOCELL AND 15 FT. LIGHTING ARM.
B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH 70 FT. MAST ARM, SIGNAL HEADS.,
CAMERA, 250 WATT HPS LUMINAIRE WITH PHOTOCELL AND 15 FT. LIGHTING ARM. (NOTE: ONE-3 IN.
STA. 10433 RT. 108 FT., STA. 10+46 LT. 27 FT.., STA. 9456 LT. 31 FT.
C. CAP AND ABANDON EXISTING CONDUIT
D. REMOVE EXISTING HANDHOLE
E. INSTALL CONCRETE FOUNDATION WITH A 10 FT. STEEL
SCHEDULE 80 CONDUIT BEND).
F. USE EXISTING CONDUIT.
G. INSTALL A NEMA SIZE 6 BASE MOUNTED CONTROLLER AND CABINET WITH ELECTRICAL UTILITY SERVICE EQUIPMENT FOR UNDERGROUND SERVICE.
AND ONE-2 IN. PVC SCHEDULE 80 CONDUIT BENDS). STA. 10426 LT. 27 FT.
H. INSTALL HANDHOLE.
J. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
K. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
L. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
M. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED.
N. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED.
0. INSTALL NON-INVASIVE PROBES WITH 500 FT. LEAD-IN CABLE. (TO BE PLACED IN THRU LANE ONLY).
P. INSTALL 24 IN. WHITE, HEAT APPLIED. REFLECTIVE,
GEOMETRIC LEGEND Q. INSTALL 12 IN. WHITE, HEAT APPLIED., REFLECTIVE,
R.
e EYISTING OF UTILITY POLE., STUB UP CONDUITS AT BASE OF UTILITY POLE.
PROPOSED S. REMOVE EXISTING SIGNAL POLE AND FOUNDATION 12 IN.
T. REMOVE EXISTING SIGNAL CABINET AND FOUNDATION 12 IN. BELOW GRADE AND BACKFILL.
UTILITY LEGEND U. REMOVE EXISTING SPAN WIRE AND ALL ASSOCIATED EQUIPMENT.
- = S omv DRAN V. ABANDON EXISTING DETECTORS.
. " W. USE EXISTING HANDHOLE.
GAS MAIN X. REMOVE EXISTING CROSSWALK.
W W WATER MAIN Y. INSTALL 1 IN. LIQUID TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR
S S SEWER MAIN WIRE SLEEVE) SCHEDULE 80 CONDUIT BEND AND FODUR-1
E E ELFCTRIC CABLES STA. 10+15 LT. 5 FT.
A A AERIAL CABLES Z. REPLACE EXISTING PEDESTRIAN SIGNAL HEAD WITH NEW PEDESTRIAN SIGNAL HEAD.
T T TELEPHONE CABLES AA.

CONSTRUCTION DETAILS
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PROPOSED VIDEOD
(NOTE: ONE-3 IN. PVC SCHEDULE 80 CONDUIT BEND).
PROPOSED VIDEO DETECTION
PVC SCHEDULE 80 CONDUIT BEND).

IN. X 40 IN. ANCHOR BOLTS).

INSTALL MICRO-LOGP SET WITH 500 FT. LEAD-IN CABLE. (T0O BE PLACED IN THRU LANES
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Fe } o Sheriff Road 127 12 >
@ SECONDARY. 32’ SECONDARY;—— 33 5301 b
Y_GRADE | | comm. ' 29° COMM. 27" (VAR.X16") Y
ST = COMM. I 24 R3-6(L) DUAL FACE PROPOSED VIDED 05 26 A3 ALT
' (307°X367) 5 5c DETECTION CAMERA NOTE 2
ot Lather Kina or 1 a—d PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
YYY Y GRADE yYy  GRADE artin Luther King Jr. Hwy PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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EXISTING RIGHT OF WAY ST YT
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ONE (1) HANDHOLE 1S _ 1
LOCATED WITHIN BREAK
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(NOTE:

THERMOPLASTIC PAVEMENT MARKING TAPE FOR STOP LINE.
THERMOPLASTIC PAVEMENT MARKING TAPE FOR CROSSWALK.
INSTALL ONE-3 IN. PVC SCHEDULE 80 CONDUIT FOR POWER FEED AND ONE-2 IN. SCHEDULE 80 CONDUIT FOR TELEPHONE DROP TO BOTTOM

BELOW GRADE AND BACKFILL.

i:’EDESTAL POLE WITH BREAKAWAY BASE, PEDESTRIAN SIGNAL HEAD, PUSHBUTTON AND SIGN. (NOTE: ONE-2 IN. PVC

TWO-4 IN.

ONE-3 IN.
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GENERAL NOTES )

1. VIDEQ CAMERA LOCATION / ALIGNING SHALL
BE COQORDINATED WITH THE SHA ENGINEER.
2. THE CONTRACTOR SHALL VERIFY ALL

PROPOSED POLE AND CABINET LOCATIONS
PRIOR TO INSTALLATION.
3. FOR FINAL PAVEMENT MARKINGS REFER
TO THE PROJECT PAVEMENT MARKING PLANS.
4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT
SHALL BECOME THE PROPERTY OF THE
SIGNAL CONTRACTOR UPON COMPLETION
OF THE NEW SIGNAL.
5. UTILITY POLES ARE TO BE REMOVED AND/OR
RELOCATED BY OTHERS
(SEE RELOCATION PLANS)
THE CONTRACTOR SHALL VERIFY ALL
UNDERGROUND UTILITIES PRIOR _TO
INSTALLING PROPOSED SIGNAL EQUIPMENTS
IF ANY UTILITY CONFLICTS ARE
IDENTIFIED, THE CONTRACTOR SHALL
CONTACT THE PROJECT ENGINEER.
ALL EQUIPMENT SHALL BE INSTALLED
TO IT’S FINAL GRADE.
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